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MISCELLANEOUS 
 
 

1)     Analyzer/Scanner/Sniffer M‐Bus      (code order:  HD67031 serie) 

2)  Isolator/Repeater M‐Bus   (code order:  HD67032M serie)  

3)  Serial Modem Concentrator M‐Bus   (code order:  HD67054M serie) 

4)  Ethernet Concentrator M‐bus           (code order:  HD67057‐B2 serie) 
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 QR—quick response 
  (matrix code) 
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QR (matrix code info) 
Download Analyzer M‐Bus 

Ask an expert:  
info@adfweb.com 

 European standard EN 1434 

 Microprocessor control 

 Scalable from 1 to 250 slaves 

 AC/DC Supply 

The  device  has  several  functions,  it  can  be  used  like  Scanner  for  read  the 
informations  of  the  slave M‐Bus  devices  connected  to  the  line;  like  Analyzer  for 
decode the M‐Bus protocoll and make readable the data and like Sniffer as you can 
see what pass in the network. 
The M‐Bus is able to powering from up to 250 slaves. 

 Analyzer/Scanner/Sniffer 
 M‐Bus  

Code order:    HD67031 serie 

Isolator/Repeater  
M‐Bus  

Code order:    HD67032M serie 

 QR—quick response 
  (matrix code) 

 
 

Info Miscellaneus M‐Bus  

d<350m 
whitout 
Repeater 

    Hot and cold water, energy, . . .  

M‐Bus 

Master Slave 

Ask an expert:  
info@adfweb.com 

 European standard EN 1434 

 Microprocessor control 

 Scalable from 1 to 250 slaves 

 Galvanic isolation between the two M‐Bus branches 

 35mm DIN rail mounting 

 Transmission rate settable from 300 to 38400 baud 

 AC/DC Supply 

The  device  can  be  used  for  extend  the  length  of M‐Bus  network,  for  allows  to 
connect  other  instruments  and  for  the  electrically  isolation  of M‐Bus  sections  of 
network. 
The M‐Bus is able to powering from up to 250 slaves. 

QR (matrix code info) 
Download Repeater M‐Bus 

Wh, J, m3, kg, W, m3/h, °C, bar, °F, date, time 

MISCELLANEUS              . 

Master M‐Bus 

M‐Bus 



QR (matrix code info) 
Download Concentrator M‐Bus 
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Serial/Modem 
 Concentrator M‐Bus 

 

Code order:    HD67054M serie 

 European standard EN 1434 

 Microprocessor control 

 Scalable from 1 to 250 slaves 

 Galvanic isolation between RS232 and M‐Bus 

 35mm DIN rail mounting 

 Transmission rate settable from 300 to 38400 baud 

 AC/DC Supply 

The device is used for store the data read from the M‐Bus slave devices and save the 
values into a .csv file that can be downloadable locally or remotely through GSM or 
Analog Modem. 
The M‐Bus is able to powering from up to 250 slaves. 

The device is used for store the data read from the M‐Bus slave devices and save the 
values into a .csv file that can be downloadable locally or remotely through Internet 
connection. 
The M‐Bus is able to powering from up to 250 slaves. 

 European standard EN 1434 

 Microprocessor control 

 Scalable from 1 to 250 slaves 

 Galvanic isolation between Ethernet and M‐Bus 

 35mm DIN rail mounting 

 Transmission rate settable from 300 to 38400 baud 

 AC/DC Supply 

Ask an expert:  
info@adfweb.com 

M‐Bus 

M‐Bus 

Master 

Master 

Ask an expert:  
info@adfweb.com 

 QR—quick response 
  (matrix code) 

 
 

info Miscellaneus M‐Bus  

d<350m 
whitout 
Repeater 

d<350m 
whitout 
Repeater 

Wh, J, m3, kg, W, m3/h, °C, bar, °F, date, time 

Wh, J, m3, kg, W, m3/h, °C, bar, °F, date, time 

    Hot and cold water, energy, . . .  

    Hot and cold water, energy, . . .  

QR (matrix code info) 
Download Concentrator M‐Bus 

Ethernet 
Concentrator M‐Bus 

 
Code order:    HD67057‐B2 serie 

Ethernet 
Internet 

Connection 

PC  

Modem 

(B) 

(C) 

(A) 
Analog 
Modem 

PC / PLC  
 or other 

GSM 
Modem 

(B) 

(C) 

(A) 

MISCELLANEUS              . 

    


